Attorney Docket No.: U02-0189-35 
US Patent Application No. 10/708,433 
Amendment responsive to August 10, 2006 Office Action 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application. 
Listing of Claims: 



1-3. (cancelled) 

4. (previously presented) A mobile terminal for use in a wireless communication system, 
comprising: 

a housing having an inner major surface and an opposed outer major surface and 
enclosing electronic components operable to transmit and receive telecommunication 
signals, the inner major surface of the housing including means for providing user input 
to the mobile terminal; 

a display having an inner major surface and an opposed outer major surface and 
electrically connected to the electronic components in the housing, the display movably 
mounted to the housing for movement relative to the housing from a first position where 
the inner major surface of the display is opposite the inner major surface of the housing 
for at least partially concealing the user input means of the housing and a second position 
such that the user input means of the housing is exposed and accessible to the user; and 

a flip cover having an inner major surface and an opposed outer major surface and 
electrically connected to the electronic components in the housing, the inner major 
surface of the flip cover including means for providing user input to the mobile terminal, 
the flip cover pivotally mounted to the housing and movable relative to the housing and 
the display between a closed position where the inner major surface of the flip cover is 
opposite the outer major surface of the display when the display is in the first position 
and an open position, the flip cover being sized to substantially conceal the outer major 
surface of the display and the inner major surface of the housing when in the closed 
position, and 

means for rotating the display interposed between the display and the pivotal mounting, 
the rotating means allowing the display to rotate relative to the housing and the flip cover 
in a direction perpendicular to the axis of the pivotal mounting for positioning one of the 
inner major surface or the outer major surface of the display against the inner major 
surface of the housing or the flip cover. 

5. (original) A mobile terminal for use in a wireless communication system as recited in claim 4, 
further comprising a hinge connecting the housing, the flip cover, and the display, the hinge 
providing the axis of movement of the housing, the flip cover and the display, and wherein the 
display rotating means is a movable support attached to the hinge and to an edge of the display. 
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6. (previously presented) A mobile terminal for use in a wireless communication system, 
comprising: 

a housing having an inner major surface and an opposed outer major surface and 
enclosing electronic components operable to transmit and receive telecommunication 
signals, the inner major surface of the housing including means for providing user input 
to the mobile terminal; 

a display having an inner major surface and an opposed outer major surface and 
electrically connected to the electronic components in the housing, the display movably 
mounted to the housing for movement relative to the housing from a first position where 
the inner major surface of the display is opposite the inner major surface of the housing 
for at least partially concealing the user input means of the housing and a second position 
such that the user input means of the housing is exposed and accessible to the user; and 

a flip cover having an inner major surface and an opposed outer major surface and 
electrically connected to the electronic components in the housing, the inner major 
surface of the flip cover including means for providing user input to the mobile terminal, 
the flip cover pivotally mounted to the housing and movable relative to the housing and 
the display between a closed position where the inner major surface of the flip cover is 
opposite the outer major surface of the display when the display is in the first position 
and an open position, the flip cover being sized to substantially conceal the outer major 
surface of the display and the inner major surface of the housing when in the closed 
position, and 

a rotational joint mounted between the housing and the display for allowing the display to 
rotate relative to the housing and the flip cover in a plane about an axis perpendicular 
longitudinal axis of the housing. 

7. (original) A mobile terminal for use in a wireless communication system as recited in claim 6, 
wherein the display is mounted to the housing at a position along the longitudinal axis of the 
housing. 

8. (original) A mobile terminal for use in a wireless communication system as recited in claim 6, 
wherein the display is mounted to the housing at a position spaced from the longitudinal axis of 
the housing. 

9. (original) A mobile terminal for use in a wireless communication system as recited in claim 6, 
wherein the rotational joint allows the display to rotate by at least about degrees. 

10. (currently amended) A mobile terminal for use in a wireless communication system as 
recited in claim 6, wherein the user input means of the housing and the flip cover comprises a 
keypad apparatus disposed within the housing and the flip cover, the keypad apparatus also 
electrically connected to the electronic components in the housing so that tactile input can be 
received. 
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